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Regional Director, Boston, Mass. llov. 20,

, Barker Biver :.;. >. Hewburyporb , ilass

.;-.. - , .

Using the established buncL. x.iarlii3 on the concrete headwall between the
Horth and South Pools and on the pool side of the South Peal drain, we

:,•:".•- :;•,.:• ;••• loil .,;.".: ...

iuli sjaa*k reads 7»23* IISL and the vater level reading i
': •. • : ; • * MSL at that particular time on Nov. 19fch. rj?he

:5o;:..;;./;.̂ :":,?:.: -ilia 3.22' correct ic^ MtanM to in

The llori':-. lool
that bench me,,..'

H
too hitjii. Aftor recliacking by two C,^_-.;v,r«gl iadiviAMUl
:l'Mi the bench nark Ho. 7 ou. tli^ South Voul, the gauge was

net a;

1'he Cout!-, ?ool TjcaiGli Linrlc readc >:.77* *̂ ^ end tho vater level
that bench mark was ̂ .73* MSL at that particular time oa llov. 19th. She

shots on both pools1 water levels, and the gauge was set to
read Ii-.73f MSL from the bench mark. This will necessitate a net amount of
1.851 be added to «•!.-!- previous readings of the Horth Pool QJB.UQQ to
indicate true MSL.

:, . .loi'ili Pool gauge was firmly caiclioivi, Hi ttNM) is %'ory little possi-
bility that it had moved frot: ::roat-l-. ;^~rlzi^. The South Pool gauge was not
as solid laterally, but resisted all . : rojyta to wove up or down and we do
not feel that it has moved from frost -heaving in recent montli.. .

.1:: :i.;,l'Ji- -,.u..- l-i/..̂ -n ;.;;ool levels was 0.28*. ĥit; vau determined by
jsepaawte -̂ r . : -'1*0.̂  thviir respective bench marks and from vater to
water shots and verified. All shots were tied in to both bench marks and
:.o ;;ool l-.A" ;:!:;. :''.; •,:aol lli_,t those ga'aijas, including Stage Island are
correct and now read directly in relation to 1ISL. lie will includê  a
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William L. French
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Memorandum
TO : Refuge Manager, Parker River Refuge, DATE: August 26, 196̂

Bewburyport , Mass.

FROM : Regional Refuge Supervisor, Boston, Mass.

SUBJECT: General Engineering Services - F.Y. 1965 - Parker River

Reference is made to your memorandum of July 15 in connection with services
needed during the fiscal year. We need additional information in order to
clarify the work required.

Bench marks should be set so that the 0.00 level can "be easiljr and conveniently
transferred to water gauges with a carpenter's level or across the surface of
the water without need of surveying instruments. The bench mark you propose
at Great Meadows should be in the vicinity of the observation tower so
gauges for both pools can be set and reset from one bench mark. We suggest
that you use a class "A" survey corner monument for this with the base set
well below the frost line to prevent heaving.

You have established bench marks on the concrete headwall between the North
and South Pools and on the pool side headwall of the South Pool drain
structure. We are sure that you are ingenious enough to set or reset the
gauges in both of these pools from these bench marks with an ordinary tape
or ruler.

There was a firm elevation established on the steel headwall of the Stage
Island Pool structure. Has this been lost or changed?

We are attempting to find a source for the procurement of an aluminum level
rod pursuant to your request.

Keep in mind that the responsibility of our Engineering Branch is to run
levels and stamp the elevations on the caps that we have set. It is
normally the refuge's responsibility to set the gauges from the bench marks.

Thomas C. Horn

RECEIVED
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PARKER RIVER REFUGE


